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Introduction: 

Solid oxide fuel cells (SOFCs) are electrochemical devices that have received great 
interest recently because of their promise for clean and efficient power generation. Since SOFCs 
generate electricity directly through electrochemical processes that do not involve combustion, 
fuel cells are not limited by the Carnot cycle and thus, very high efficiency can be achieved. For 
instance, current state-of-the-art fuel cells can reach 50% efficiency while that of conventional 
power generation devices are generally below 30%. The high efficiency is a key mean that will 
enable the use of fossil fuels at reduced carbon emissions. 

The ideal fuel for fuel cells is hydrogen. However, hydrogen is not available directly in 
nature but must be made using another fossil fuel and/or energy sources. For the immediate 
future, except for a few niche markets, fuel cells will have to use hydrocarbons as fuel. The ideal 
hydrocarbon fuel would be natural gas since a natural gas infrastructure readily exists. Natural 
gas has indeed been used to run various fuel cells. However, natural gas cannot be used directly 
as a fuel for fuel cells because of its low reactivity. Natural gas must be converted to more 
reactive components, typically to carbon monoxide and hydrogen via the steam reforming or 
partial oxidation processes, before being injected in the fuel cell. The extra conversion step 
consumes extra energy and requires an additional reactor, thus making the overall system 
complex and reducing the overall efficiency. The situation is even worst if Polymer Electrolyte 
Membrane Fuel Cells (PEMFCs) are used since these fuel cells cannot tolerate any presence of 
CO and additional reactors are thus needed to convert CO to H, and to remove residual CO from 
the gas stream. 

High temperature fuel cells, especially solid oxide fuel cells (SOFCs), due to their high 
operating temperatures, have the potential to operate directly on natural gas. The direct 
operation on natural gas represents a significant simplification of the system, resulting in lower 
cost and higher system efficiency. To date, despite several recently published works, there is not 
a clear demonstration of the possibility to operate SOFCs directly on natural gas. The actual 
reactions that happen at the fuel cell anode are still not well understood. 

In this one-year project, we explored the possibility of direct methane oxidation in 
SOFCs. 



Accomplishments: 

Two major issues are known to hamper the direct oxidation of methane at SOFC anodes: 
carbon deposition due to methane pyrolysis and low reactivity. Our work was directed to address 
both of these issues. 

Carbon deposition issues: 

It is well known that all hydrocarbons tend to pyrolyze to give carbon deposition at high 
temperatures. Carbon deposition, which can cause plugging of the reaction sites and cracking of 
the cells, is thus detrimental to fuel cell anodes. We performed thermodynamic calculations to 
determine the stable species in typical fuel cell environment. The results indicated that coking of 
methane occurs at all temperatures of interest (400 to 800°C) if no oxygen containing species 
(such as water or oxygen) are present. Experimental thermogravimetric analyses (TGA) 
confirmed the presence of carbon for all samples that have been exposed to methane. Figure 1 
shows typical TGA curves for conventional Nilyttria-stabilized-zirconia (YSZ) anode after 
exposure to methane at high temperatures. When exposed to air during the TGA, these anodes 
are expected to gain weight due to the oxidation of nickel to nickel oxide. Experimentally, the 
curves indicated a weight loss, which was then attributed to the oxidation of deposited carbon to 
gaseous carbon dioxide. The weight change can be related to the amount of carbon deposited. 
The presence of steam in the gas environment was found to reduce the carbon deposition, 
however, a large excess of steam with a ratio of steam to carbon up to 3 was necessary to 
completely prevent methane coking. Such a large excess of steam is impractical in real 
applications and would favor the steam reforming reaction at the expense of the direct oxidation. 

While the thermodynamic may favor methane coking, it is still possible to alter the 
kinetics of the reaction to avoid carbon deposition. In that direction, we found that the anode 
microstructure and materials can have significant effect on the amount of carbon deposited. 
Highly porous structures resulted in less carbon deposition. The use of mixed ionic electronic 
conducting materials such as doped-ceria as ceramic matrix of the anode also yielded much 
lower carbon deposition than the conventional zirconia matrix. As an example, figure 2 shows 
the TGA curves for ceria-based anode samples with and without pore former. These samples 
were initially exposed to methanelsteam mixture for five hours. No weight loss was observed, 
indicating a much smaller carbon deposition than for Ni-YSZ anodes studied above. The sample 
with 15 weight% starch as pore former had extremely low carbon deposition. 

Anode for direct oxidation of methane: 

Using ceria as the main component for fuel cell anode, we developed single cell capable 
of operating directly on dry methane without the need of reforming. Fi re 3 shows the 
performance of such a cell at 550°C. The peak power density is 320 mW/cm . For comparison, 
Siemens Westinghouse fuel cell has a peak power density of less than 300 mW/cm*, for an 
operating temperature of 1000°C and using reformed natural gas. Therefore, the newly 
developed cell enables a reduction by half of the operating temperature while being capable of 
operating directly on methane gas without the need of any external reforming step. The fuel cell 
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efficiency for the direct oxidation cell is estimated to increase by at least 10%. A US patent on 
the cell materials and preparation method has been filed. 

Reaction mechanism: 

The experiment described above indicated that our new cell could be used with methane 
injected directly to the anode. However, the actual reaction mechanism is still uncertain. During 
the oxidation of methane, steam and carbon dioxide are formed; these gases can undergo a 
reforming reaction with methane. The study of the actual reaction(S) is underway. The 
preliminary study using gas chromatography was inconclusive due to side reactions between 
steam and CO in the gas lines. Future experiments will need to use mass spectroscopy for faster 
collection time. However, using experimental kinetics data available in the literature, we 
concluded that the reforming reaction, if it happens, would be able to supply hydrogen 
corresponding to a current density of at most 0.18 A/cm2. From the experimental data, we 
observed current densities up to 1.2 A/cm2. Therefore, the difference can only come fi-om the 
direct oxidation, indirectly proving the direct oxidation of methane in the newly developed 
anode. 

Conclusion 

We have done preliminary study of the direct oxidation of methane in SOFC anode. 
While the thermodynamics indicates that there is possible carbon deposition, the kinetics can be 
used to slow down or to suppress the deposition. This can be done either by modifying the anode 
material and/or improving anode porosity. We have developed single cells that are capable of 
operating directly on methane without reforming. 

Although the present project ends after one year of development, the actual development 
will continue. DOE, the California Energy Commission and Solid Oxide Systems, our private 
industrial partner, will jointly fund the continuing effort. 
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Fig.1: Thermogravimetric analysis in air of Ni-YSZ anodes after exposure to methane 
(2.5%H20) for 5 hours at 7OO0C 
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Fig.2: TGA in air of Ni-ceria anode after exposure to methane (30%H20) for 5 hours at 55OoC. 
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Fig.3: Performance of ceria based fuel cell operating directly on dry methane at 550C. 


